
3-chamber sysem with a sash depth of 174 mm (2-rail door frame) and 271 mm (3-rail door frame)
equipped with double EPDM sealing. Additionally, the MB-77HS HI system is equipped with a
thermal break made of glass fiber reinforced polyamide.

S Y S T E M  S T R U C T U R E

3-glazed units
Ug = 0,5 W/(m²K)

over 200 colours

specially designed 
insulation inserts

W standardzie:

� G-U lift and slide fittings with 3 locking bolts

� micro-ventilation striker

� aluminium handle on the inside, recessed grip on the outside

� 2-glazed (1-chamber) units infilled with argon gas, with Ug = 0.5 W/(m²K)

� galvanised steel glass-pane spacer optional Swisspacer Ultimate glass-pane spacer

� 2 EPDM gaskets in black (external and internal)

� system carts with a load capacity of 300 kg

� 48 mm high threshold

� RAL matt color: white (9016), anthracite (7016)

L I F T  &  S L I D E  S Y S T E M S
MB-77HS HI

These terrace systems are the ideal solution for fashionable 
large-scale terrace and balcony glazing to give interiors 
a unique character.

Thanks to their extremely solid construction, sashes 
weighing up to 400 kg can be used. Excellent functionality 
is ensured by, among others, the use of a low aluminium 
threshold that can be concealed in the floor.
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